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Prediction of Corn Dry-Milling Quality by Near-Infrared Spectroscopy’
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ABSTRACT

The potential for near-infrared (NIR) reflectance spectroscopy to pre-
dict corn dry-milling quality has been investigated. NIR spectra were
obtained from samples of whole-kernel yellow dent corn. Dry-milling
quality of the samples was evaluated with a Tangential Abrasive Dehull-
ing Device (TADD), and by a short-flow laboratory milling procedure
that allowed calculation of a milling evaluation factor (MEF). Calibra-
tions relating TADD index and MEF to NIR measurements were devel-
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oped and tested with validation sample sets. The results indicate that NIR
spectroscopy can predict dry-milling characteristics with a reliability
suitable for at least rough screening. For MEF, the best calibration
yielded a correlation coefficient of 0.90 and a standard error of prediction
(SEP) of 1.55%. SEP values for TADD index were somewhat higher.
Derivatization of the NIR spectra lowered the SEP values compared to
the use of underivatized log 1/R measurements.

The availability of a rapid test for predicting the dry-milling
characteristics of corn would be highly useful in a breeding pro-
gram for selecting cultivars with good milling qualities, and for
identifying corn shipments in commerce that have good industrial
processing characteristics. Several researchers have investigated
the relationships of various chemical and physical tests to dry-
milling yields. In general, to produce a high yield of the desired
No. 4 flaking grits, corn with a high ratio of vitreous to floury
endosperm is needed. Paulsen and Hill (1985) found that corn
with a high test weight and low breakage susceptibility provided
the best yield of flaking grits from a commercial dry mill. In addi-
tion to test weight, other measures of density including 100 kernel
weight and % floaters, as determined in a solution with specific
gravity of 1.275, were also highly correlated with the yield of
grits. Kirleis and Stroshine (1990) reported that milling evaluation
factor (MEF) values, determined with a short flow laboratory
milling procedure, were highly correlated ( = 0.92) with flaking
grits yield obtained on a commercial corn dry mill. Kirleis and
Stroshine (1990) then determined the milling quality of three dent
hybrids exposed to different drying conditions using MEF values,
and they also measured various physical properties of the samples.
For the samples evaluated, a two-variable regression model com-
bining test weight and kernel density was highly correlated with
MEF values (R" = 0.907). Similarly, for 15 different samples Wu
and Bergquist (1991) found a significant correlation (r = 0.894)
between kernel density measured with an air comparison
pycnometer and total grits obtained by a laboratory milling proce-
dure. In another study, Peplinski et al (1992) reported that first
break grits yield was higher for corn with high test weight, low %
floaters and a low percentage of broken kernels as measured by
the Stein breakage test. Hill et al (1991) reported a study with a
larger number of samples (98) in which several of the more com-
plex physical and chemical tests had correlations >0.75 with the
MEE. The best predictors of MEF were Stenvert time to grind, % oil,
% floaters, and % flint genetic background in the cultivar. In
general, higher correlations between the physical tests and MEF
were obtained for flint samples than for dent samples.
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Near-infrared (NIR) spectroscopy has become widely used in
the grain trade and processing industries for determining the com-
position of corn and other cereals. The ability of NIR spectros-
copy to measure other quality characteristics of corn simultane-
ously with chemical composition has been investigated and can
provide a rapid and simple means for quality evaluation. Pomer-
anz et al (1984, 1986) used reflectance from ground samples at
1,680 nm to measure kernel hardness. Siska and Hurburgh (1994)
included NIR measurements of protein, oil, and starch contents in
a multiple linear regression equation to predict Wisconsin Tester
breakage susceptibility. Wehling et al (1993) used NIR reflectance
measurements from whole kernel corn to directly estimate starch
yields obtainable by wet milling.

The objective of the current research was to investigate the fea-
sibility of using NIR spectroscopy to directly predict the dry-
milling characteristics of yellow dent corn. Development of a
successful NIR protocol could provide a rapid and relatively sim-
ple means of estimating corn dry-milling quality. Correlations
between NIR reflectance measurements and Tangential Abrasive
Dehulling Device (TADD) data, as well as between NIR and the
MEF obtained from a short flow laboratory milling procedure,
were evaluated.

MATERIALS AND METHODS

Samples

Eight different genetic lines of yellow dent corn, representing
both commercial cultivars and experimental crosses, were grown
at five different geographic locations in Nebraska during the 1990
crop year. The lines were representative of the range of kernel
hardness found in hybrids commonly grown in the Midwestern
United States. Three of the lines were also grown at three loca-
tions during the 1991 crop year. All experimental plots were irrigated.

At the end of the growing season, the corn was allowed to air
dry in the field before harvest. After mechanical harvesting and
field shelling, large pieces of cob or other debris in the bulk sam-
ples were removed by hand. Samples were stored at ambient tem-
perature (15-25°C) until needed for analysis.

Tangential Abrasive Dehulling

Corn (40 g) was placed into each of eight sample cups of a Tan-
gential Abrasive Dehulling Device (model 4E-220, Venables
Machine Works, Saskatoon, SK). The corn was abraded for 10
min while the material removed from the corn was simultaneously
suctioned off. The remaining material from each sample was
weighed and a TADD index calculated as: TADD index (%) =
([initial wt — wt of material remaining]/initial wt) x 100.
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Results reported are the average of triplicate determinations for
samples from both the 1990 and 1991 crop years.

Milling Evaluation Factor

A short-flow corn dry-milling procedure, previously described
by Kirleis and Stroshine (1990) and Hill et al (1991), was used to
determine the MEF. MEF is a numerical index reflecting grit and
total endosperm yields. Before milling, =1,000 g of corn were
conditioned to 18% moisture content for 1 hr, and then to 20%
moisture content for 15 min. Tempered samples were passed
through a horizontal drum-type degermer operated at 2,150 rpm at
a feed rate of about 450 g/min. Stock from the degermer was
screened for 30 sec over a 3-1/2 W sieve on a Smico laboratory
test sifter. Stock remaining over the sieve was given a second pass
through the degermer at a speed of 2,250 rpm and combined with
the stock that passed through the sieve. Combined stocks were
dried for 1 hr at 45°C to a moisture content of 17 + 1%. Dried
stock was separated by screening over 3-1/2, 5, 7, 10, and 16 W
sieves on a Smico laboratory test sifter for 1 min. Fractions
remaining over each sieve were aspirated on a Bates laboratory
aspirator to remove hull material. After aspiration, the 5, 7, and 10
W overs were floated in sodium nitrate solution (1.275 specific
gravity) to separate germ and endosperm pieces. All fractions were
dried for 16-18 hr at 45°C and weighed. MEF was calculated as:

MEF = (EN3_1/2W + EN5w + EN7w)(TEP/100)

where: EN = weight percentage of endosperm remaining on the
screen identified by the subscript and TEP = weight percentage of
total sample recovered in all endosperm products. MEF was
determined for 1990 samples only. Results are the average of
duplicate determinations.

Near-Infrared Spectroscopy

A scanning spectrometer (model 6500, NIRSystems Division of
Perstorp Analytical, Silver Spring, MD) was used to obtain spec-
tra of the corn samples. For instrument control and calibration
development, the spectrometer was interfaced to an MS-DOS
personal computer running the Near Infrared Spectral Analysis
Software (NSAS) package (version 3.16) provided by NIRSystems.

Diffuse reflectance spectra in a log 1/R format were obtained
from whole-kernel samples over a spectral range of 400-2,500
nm. All spectra were collected at 2-nm intervals. Spectra were
obtained using an NIRSystems coarse sample cell and sample
transport module. Each sample’s spectrum represented 32 individ-
ual spectral scans collected and averaged over the length of the
filled sample cell as it was moved through the infrared beam by
the transport mechanism. The total sampling area was =80 cm?,
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Fig. 1. Relationship of milling evaluation factor (MEF) and Tangential
Abrasive Dehulling Device (TADD) index (%) for the 40 samples grown
and harvested in the 1990 crop year.
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Thirty samples from the 1990 crop year were selected for cali-
bration development. The 10 remaining 1990 crop year samples
comprised the validation set for MEF calibrations. These ten 1990
samples, plus the nine 1991 crop year samples, were included in
the validation set for TADD index.

Multiterm linear regression (MLR) equations relating log 1/R
values to TADD index and MEF were developed using forward
stepwise and best possible regressions algorithms. The best possi-
ble regressions algorithm allowed a maximum of 70 wavelengths,
evenly spaced across the near-infrared region, to be considered for
regression. Multiterm equations using first and second derivative
transformations of the spectral data were also developed. The
optimum number of wavelengths for inclusion in the calibration
equations was determined by comparing regression results for
multiple correlation coefficients (R), standard error of calibration
(SEC), partial F-values for each term in the equation, and the
overall F of regression (Workman and Mark 1992). Additionally,
these statistical parameters were used to select the optimum seg-
ment and gap values for calculating the derivatives (Williams
1987).

A partial least squares (PLS) algorithm was also used to
develop calibration equations from log 1/R and derivatized data to
determine whether this technique could provide results that were
superior to those obtained using calibrations developed by multi-
ple linear regression. The use of PLS algorithms allows informa-
tion from all available wavelengths to be included in the calibra-
tion rather than information from only a few wavelengths. In some
cases, PLS calibrations have been found to provide prediction
results superior to those obtained from MLR equations. Underi-
vatized spectra were scaled to a mean of zero and variance of one
before PLS regression. The optimum number of terms for inclu-
sion in a PLS calibration equation was selected based on the stan-
dard errors of cross validation, which should be minimized
(Workman and Mark 1992), along with the R and SEC values
obtained from the regressions.

The standard error of prediction (SEP) (Workman and Mark
1992) of each calibration equation was determined by predicting
the TADD index or MEF for each sample in the validation set.

RESULTS AND DISCUSSION

The MEF was selected as a measure of dry-milling quality
because of its reported high correlation (r = 0.92) with flaking
grits yield obtained on a commercial corn dry mill (Kirleis and
Stroshine 1990). The standard error of the laboratory dry-milling
procedure was calculated from duplicate millings of the 40 sam-
ples collected during the 1990 crop year, using the equation
described by Workman and Mark (1992). The absolute standard
error of the procedure was 0.76%. The set of 30 samples in the
calibration set had a mean MEF value of 40.28% and a standard
deviation of 5.94%. For the 10 samples in the validation set, the
mean and standard deviation were 40.26 and 3.14%, respectively.

TADD index was also selected as a measure of milling quality
because it depends on kernel hardness (Lawton and Faubion
1989), an important factor that influences grits yield. The relation-
ship between MEF and TADD for the 40 corn samples from the
1990 crop year is shown in Figure 1. An inverse relationship (r =
-0.820) between the two parameters is evident, as a high TADD
index is indicative of a softer kernel and lower yields of flaking
and brewer’s grits. The calibration set had a mean TADD index of
58.15% and a standard deviation of 4.88%. The 19 member vali-
dation set had mean and standard deviation values of 57.63 and
4.41%, respectively. The standard error of the laboratory method
calculated from the 40 1990 crop year samples was 1.19%.

Results for the prediction of MEF by NIR spectroscopy are
shown in Table I. The best calibrations from each combination of
regression type and spectral treatment yielded similar calibration
statistics (R = 0.85-0.87). However, there were substantial differ-






