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Thirty-two hybrids of white dent corn were evaluated for physical and 30%. Large variations were found in the ratios of hard to soft and en-
chemical properties and dry-milling yields. The physical properties dosperm to bran, indicating that some of the hybrids had a much larger
studied included true density, test weight, and 100-kernel weight. The portion of hard endosperm in the endosperm. Micromilling could provide
chemical composition evaluated consisted of protein, oil, and starch an index of the efficiency of the dry-milling test. Protein content, true
content. The corn samples tested were processed using a short dry- density, and the ratios of hard to soft and endosperm to bran showed high
milling procedure. A micromilling method was used to evaluate the dry- correlation with dry-milling yields. A linear relationship was found be-
milling efficiency. Over 93% of the white corn flaking grits yields were tween protein content of white corn and the flaking grits yield.
greater than 20%, and half of the flaking grits yields were greater than

Corn has been referred to as "the cereal of the future" due to its
high nutritional value and the wide utilization of its products and
by-products (Milazzo 1986). Corn is a major contributor to the
U.S. economy as a raw material for an ever-increasing array of
products and as a major export commodity. The United States is a
major producer of corn worldwide, producing over 256 million
metric tons (10 billion bushels) in 1994.

The corn kernels are made up of three principal parts: pericarp
(also referred to as hull or bran), germ, and endosperm. The
objective of the dry-milling process in the United States is to
separate these components with maximum yields and purity of
prime products, using a minimum amount of energy. Details on
the dry-milling process can be found in Brekke et al (1971),
Manoharkumar et al (1978), Anderson and Watson (1982),
Stroshine et al (1986), Alexander (1987), Peplinski et al (1989,
1984, 1983), Hill et al (1991), Mistry and Eckhoff (1992), and
Mestres et al (1995).

The main prime product desired by the dry miller is the large-
sized flaking grits because large grits can be reduced to smaller size
but not vice-versa. It is suspected that hard corn will produce more
flaking grits (Paulsen and Hill 1985). Although many tests for
measuring the hardness have previously been developed, none is
widely used at a commercial level. Some commercial dry millers
prefer to keep their testing methods proprietary (Fradgley 1993).

Little or no research has been reported on dry milling of white
corn even though some companies have started dry milling white
corn. White corn is a major crop in Latin America and some parts
of Africa and Asia. Due to its pure white color and the acceptabil-
ity of its final products, it is gaining popularity in the United
States as a major raw material for the snack food industry.

The lack of widely accepted methods for defining the millabil-
ity of corn for dry milling, compounded with lack of knowledge
on dry milling of white corn initiated this study. The objectives of
this study were: 1) to evaluate the physical and chemical proper-
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ties of 32 white corn hybrids; and 2) to evaluate the relationship of
the dry-milling results with the physical and chemical properties
of the raw white corn.

MATERIALS AND METHODS

Materials
Thirty-two white dent commercial corn hybrids were evaluated

in this study. The white corn was grown, mechanically harvested,
and dried in Iowa as part of the 1994 Iowa Gold Program (Iowa
Department of Agriculture 1995).

Analytical Procedures
The physical properties studied included moisture content, test

weight, 100-kernel weight, and true density. Moisture content was
determined by using the air-oven method (AACC 1995). Test
weight was determined in accordance with the USDA Official
Grain Standards (USDA 1977). One hundred representative whole
kernels free from defects were randomly selected from the sample
by using a Count-A-Pak seed counter (Seedburo, Chicago, IL),
and their weight in grams was recorded as 100-kernel weight. A
nitrogen compression pycnometer (model 930, Beckman Instru-
ments Inc., Fullerton, CA) was used to determine the true density
of the samples.

The chemical properties evaluated were protein, oil, and starch
content. These were measured by using a grain analyzer (Infratec-
1225, Tecator AB, Sweden). Protein, starch, and oil content values
were adjusted to 15% mc (wb). The instrument was calibrated in
the Iowa State University Grain Quality Laboratory against the
wet-chemical methods done by Woodson-Tenent, Inc. (Des
Moines, IA).

Dry-Milling Procedure
A modified short dry-milling method developed by Peplinski et

al (1984) was used in this study. In this procedure, a 500-g sample
of cleaned corn was placed into a plastic bag and tempered to 16%
mc for 16 hr, raised to 21% mc for 1.75 hr, and then to 24% mc
for 15 min. before degerming. Tempered corn samples were then
sent to a laboratory horizontal drum dehuller-degerminator and
dried for 1 hr at 49°C to 17 ± 1% mc. The dried degermer stock
was separated by using a screen shaker (Ro-Tap, W. S. Tyler, Inc.,
Mentor, OH) with six screens (3.5, 5, 7, 10, 25, and 50 mesh) for
10 min. Next, the fractions from the 3.5-25 mesh screens were
aspirated on a laboratory aspirator (Kice Industries, Inc., Wichita,



KS) to remove the pericarp. Finally, corn grits and germ of the
fractions from the 3.5-25 mesh screens were separated using the
floating method with a NaNO3 solution at 1.22 specific gravity.

Micromilling
To compare the dry-milling results, a micromilling procedure

was used to process the 32 samples. Ten intact, whole kernels
were randomly selected from each sample. Kernels were soaked
in distilled water for 12 hr at room temperature (25 ± 2°C), and
the bran and germ were removed with a scalpel. The hard and soft
endosperm were separated using hand-dissection. Each portion
was dried in an air oven for 48 hr at 50°C and weighed separately
to determine its proportion in the whole kernel. Ratios of hard to
soft endosperm (H/S), and endosperm to bran (E/B) were
calculated for each sample.

Experimental Design and Statistical Analysis
A completely randomized design was used in this investigation.

Each measurement and experiment had three repetitions and three
replicates, respectively. Statistical analyses were performed by
using the Statistical Analysis System software package (SAS
1992). A general linear model (GLM) procedure was performed

on the data collected, and correlation analyses were run to obtain
regression and correlation coefficients.

RESULTS AND DISCUSSION

Physical Properties Tests
The physical properties of white corn are summarized in Table

I. These results are also compared with average values of yellow
corn from the Iowa Gold Program (Iowa Department of Agricul-
ture 1995). Differences were observed between white and yellow
dent corn in all three tests. The average white corn samples had
higher values of true density, test weight, and 100-kernel weight
than the average for yellow corn, indicating that, as a group, the
white corn hybrids are different from yellow hybrids.

Chemical Composition Tests
Table II shows the analytical results for white corn chemical

composition compared with the averages for yellow corn. Data for
the yellow corn came from the Iowa Gold Program (Iowa
Department of Agriculture 1995) and from the 1988 national corn
quality surveys (Hurburgh 1989). The chemical compositions of
the white and yellow corn from the Iowa Gold Program were very

TABLE I
Physical Properties of White and Yellow Dent Corn

True Density (g/cm 3) Test Weight (kg/M3) Test Weight (lhlbu) 100-Kernel Weight (g)

Corn Average Range Average Range Average Range Average Range

Whitea 1.298ab 1.276-1.317 772.98a 743.7-805.6 59.96a 57.0-62.5 31.7a 27.2-35.0
Yellowc 1.269b 1.249-1.290 728.18b 695.71-770.4 56.52b 54.0-59.8 26.2b 22.9-29.3

a 12.5 ± 0.5% moisture content (wb).
b Averages in a column followed by the same letter are not significantly different at the 5% significance level.
c Iowa Department of Agriculture (1995).

TABLE II
Composition of White and Yellow Dent Corn

Protein (%) Oil (%) Starch (%)

Corn Average Range Average Range Average Range

Whitea 7.7ab 7.3-8.5 3.6a 3.2-4.3 61.Sa 60.8-62.1
Yellowc 7.8a 7.1-8.5 3.6a 3.2-4.0 61.6a 61.1-62.7
Yellowd 7.98 5.2-10.1 3.55 2.9-5.5 60.17 45.7-61.7

a 15% moisture content (wb).
b Averages in a column followed by the same letter are not significantly different at the 5% significance level.
c Iowa Department of Agriculture (1995).
d Hurburgh (1989).

TABLE III
Dry Milling Results (%) of White and Yellow Corn

Flaking Grits Total Grits Meal and Flour Prime Bran Germ

Corn Avg. Range Avg. Range Avg. Range Avg. Range Avg. Range Avg. Range

Whitea 24.64 10.98-36.42 67.27 58.90-77.43 5.69 4.37-8.31 72.95 65.9-82.11 9.17 4.37-13.32 17.89 10.24-27.99
Yellowb 12 53 7 60 nac na

a 12.5% moisture (wb).
b From Brekke (1970), moisture not indicated.
c Not applicable.

TABLE IV
Micromilling Analysis (%) of White Corna

Endosperm Bran Germ H/S Ratiob E/B Ratioc

Average 82.99 4.84 12.29 2.35 17.66
Range 80.46-82.99 3.31-6.27 10.05-14.29 1.32-4.82 13.15-25.45

a 12.5% moisture (wb).
b Ratio of hard to soft endosperm.
c Ratio of endosperm to bran.
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